REDYPLAST

Technical data sheet - Lapeta Pipes

Lapeta pipe Virgin Tarpaulin 4" 150 Meter

Flexible virgin tarpaulin multi-layered Lapeta pipe

Specifications
SKU

Model

Category

Size / bore

Length

Wall thickness
Operating pressure
Colour

Material

Shipping weight
HSN code

Origin

Minimum order quantity
Standard packing
Availability

Units in stock

Features

» Multi-layered tarpaulin construction

* Flexible lay-flat hose design

* 0.26 MM wall thickness

» 2.5 Kg/cm? specified operating pressure

* Lightweight relative to its long coil length

* Easy to roll, carry and store

* Suitable for temporary and movable water-delivery applications

Applications

« Delivery from an open well or bore to the field

* Shifting water between fragmented or leased plots

* Filling farm ponds and storage tanks

e Temporary water mains during layout changes

* Agricultural and garden water transfer

 Landscaping and other compatible water-delivery applications

MRP per piece
Full box of 2

MRP is per piece and inclusive of tax (18% GST). Orders are placed in pieces from the minimum order quantity above; the box is packaging, not a requirec
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RDP-LP-WH-4-150-7LY
RDP1068
Lapeta Pipes

4 INCH

150 Meters

0.26 MM

2.5 Kg/cm2
White

Tarpaulin

13500 GRAM
39173990

Made in India

1 piece

2 pieces per box
In stock

20

INR 7,920
INR 15,840



